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WORKSTATION

Typical resistance to groundable point 
Rgp = 105 - 107 ohm

• Metallic support 40 x 40 x 2 mm
• Reinforced metallic construction
• �Workbench adjustable height between  

750 and 950 mm
• Conductive grey paint finish
• �Benchtop made of conductive chipboard 

and static dissipative hard laminate
• ��Includes on earth connecting box  

with 2 x 10 mm snaps and 1 x 4 mm  
banana plug socket

• Not mounted  

Part Nr. � �	 Standard dimensions � �

1950.LC.3906 	� 1200 x   800 x 750 - 950 mm (W x D x H)

1950.LC.3056 	� 1500 x   800 x 750 - 950 mm (W x D x H)

1950.LC.3916 �	 1600 x   800 x 750 - 950 mm (W x D x H)

1950.LC.3086 �	 1750 x   800 x 750 - 950 mm (W x D x H)

1950.LC.3116 	� 2000 x   800 x 750 - 950 mm (W x D x H)

• 4 sides selection
• �Anodized aluminium profile 45 x 45 mm 

continously adjustable height,  
profile length 1950 mm / 1350 mm

• Usable height app. 1500 mm / 900 mm

• Flexible repositionning system
• Cross connecting bar
• Sliding rail frame
• Sliding rail
• Height: 2100 mm / 1350 mm

Part Nr. � �	 Dimensions �

1950.LC.8311 �	 1200 mm table length

1950.LC.8313 �	 1500 mm table length

1950.LC.8314 �	 1600 mm table length

1950.LC.8315 	� 1750 mm table length

1950.LC.8316 	� 2000 mm table length

Part Nr. � 	� Dimensions �

1950.LC.8300 �	 profile length 1350 mm
		  usable height 900 mm
		  (1 pair)

Workbench

 Drawer Cabinets

  Aluminium Posts 2100

 Aluminium posts

see page 21

ACCESSORIES

Sample configuration

Webshop
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Dissipative Workstation for Assembly, Lab, Office and Stock, not mounted

• Metallic support 40 x 40 x 2 mm
• Reinforced metallic construction
• Adjustable level to +10 mm
• Conductive grey paint finish
• ��Benchtop made of conductive chipboard and  

static dissipative hard laminate
• ��Includes an earth connecting box with 
   2 x 10 mm snaps and 1 x 4 mm banana plug socket

Typical resistance to groundable point Rgp = 105- 107 ohm

WORKBENCHES

SHELVES

• Metal shelf unit with 3 supports
• 250 mm height
• Can be mounted on a benchtop
• ��Shelf area - metal plate 200 mm deep with 30 mm edges
• Conductive paint finish

Typical resistance to groundable point Rgp = 105 - 107 ohm

Part Nr. � �	 Standard dimensions

1950.LC.1906 	� 1200 x   800 x 780 mm (W x D x H)

1950.LC.1056 	� 1500 x   800 x 780 mm (W x D x H)

1950.LC.1916 �	 1600 x   800 x 780 mm (W x D x H)

1950.LC.1086 	� 1750 x   800 x 780 mm (W x D x H)

1950.LC.1116 �	 2000 x   800 x 780 mm (W x D x H)

Part Nr. � 	� Standard dimensions � �

1950.LZ.3478 �	 1200 mm length

1950.LZ.3484 	� 1500 mm length

1950.LZ.3479 �	 1600 mm length

1950.LZ.3485 �	 1750 mm length

1950.LZ.3486	� 2000 mm length
ESD cleaner for dissipative and 
conductive surfaces
see page 139
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BENCHTOPS

• �Replacements benchtops for upgrading existing benches in 
offices and laboratories

• �Hard laminate top side bonded with a conductive glue to a 
volume conductive chipboard

• ��Balance hard laminate on the underside
• �Available edge: grey ABS
• �Standard thickness: 27 mm
• Colour: light grey

Typical resistance to groundable point Rgp = 105 - 108 ohm

Conductive chipboard

Part Nr. � �	 Standard dimensions � �

1950.LC.3906 	�1200 x   800 x 750 - 950 mm (W x D x H)

1950.LC.3056 	�1500 x   800 x 750 - 950 mm (W x D x H)

1950.LC.3916 �	1600 x   800 x 750 - 950 mm (W x D x H)

1950.LC.3086 �	1750 x   800 x 750 - 950 mm (W x D x H)

1950.LC.3116 	�2000 x   800 x 750 - 950 mm (W x D x H)

Standard versions: Height adjustable versions:

Part Nr.

1920.Z

Custom sizes and other top 
side materials on request
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CABINETS - FIXED

Cabinets (1-6)
• �Rugged metal construction with conductive grey paint
• �Dimensions: 500 x 580 x 360 mm / 500 x 580 x 560 mm (W x D x H)
• Easy opening drawers
• With central lock
• Fixed

Typical resistance to groundable point Rgp = 105 - 107 ohm
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Part Nr.	 Height	 Drawer height                 	 Drawers          	

 1950.LC.4133	 150 mm �	 150 mm �	 1

 1950.LC.4792	 300 mm �	 3 x 100 mm �	 3

 1950.LC.4003	 500 mm �	 1 x 50 / 1 x 150 / 1 x 300 mm �	 3

 1950.LC.4882	 500 mm �	 1 x 50 / 1 x 100 / 1 x 150 / 1 x 200 mm �	 4

 1950.LC.4002	 500 mm �	 1 x 50 / 3 x 100 / 1 x 150 mm �	 5

 1950.LC.4001	 500 mm	 5 x 100 mm �	 5

Part Nr. 	 Height �	 Drawer height                     	 Drawers

 1950.LS.1006	 500 mm �	 1 x 50 / 1 x 150 / 1 x 300 mm �	 3

 1950.LS.1043	 500 mm �	 1 x 50 / 1 x 100 / 1 x 150 / 1 x 200 mm �	 4

 1950.LS.1004	 500 mm �	 5 x 100 mm �	 5

 1950.LS.1005 	 500 mm �	 1 x 50 / 3 x 100 / 1 x 150 mm �	 5
     1950.LS.1003 	 400 mm �	 1 x 50 / 2 x 100 / 1 x 150 mm �(not shown)	 4

Cabinets (7-10)
• �Rugged metal construction with conductive grey paint
• �Dimensions incl. handle: 500 x 640 x 730 mm (W x D x H) 

(Part Nr. 1950.LS.1003: 500 x 580 x 620 mm (W x D x H)
• Easy opening drawers
• With central lock
• Moveable

Typical resistance to groundable point Rgp = 105 - 107 ohm

CABINETS - MOVEABLE

Part Nr. 	 Set �	 Drawer height	 number of usable partitions	

 1950.ZB.3011	 1�	 100 - 300 mm �	 3

 1950.ZB.3012	 2�	 100 - 300 mm	 6

 1950.ZB.3013	 3 �	 100 - 300 mm	 12

• Galvanized steel systems 
• For self assembly

• Adjustable partitions

PARTITIONS FOR DRAWERS


