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• �The PFC20 can power up to 20 tungsten emitter 
pairs.

• �Can be installed on many types of equipment,
   for example in „laminar airflow boxes“
• �Designed for Cleanroom class 10
• (DC technology)
• �Prevention of dust attraction on surfaces

• �Slimline design
• �Easy maintenance
• �Steady State or pulsed operation
• �Size: 2,5 cm x 3 cm x length
• �Material: Polycarbonate and stainless steel
• �Tungsten emitters
• Including high voltage cable 2,3 m

• �Controls the Ion Force Ionizing BarTM

• �Steady state mode or 5 different pulse rates
• �DC technology

Size: 14,6 x 4,19 x 12,7 cm (W x H x D)

Part Nr. 

7500.PFC20 �Pulse Flow®-Controller

Neutralizing electrostatic charges in combination with the PulseFlow-Controller PFC20 (Part No. 7500.PFC20).
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Part Nr.	 Bar length	 Number of emitters

7500.IF.14 �		  355 mm 	(14")	 7

7500.IF.20 �		  508 mm	 (20")	 7

7500.IF.32 �		  813 mm	 (32")	 11

7500.IF.44 �		 1.118 mm	 (44")	 15

7500.IF.56 �		 1.422 mm	 (56")	 19

7500.IF.67 �		 1.702 mm	 (67")	 19

Optional

Part Nr. 	 Model	 Length

7500.5050533	 High voltage extension cable	 3,6 m

7500.5050534	 High voltage extension cable	 5,4 m

7500.HV.2	 Two to one HV connector	

7500.HV.4 	 Four to one HV connector	

ION FORCETM IONIZING BAR

PULSE FLOW® CONTROLLER PFC20




